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Physical Data
APPEARANCE/ODOR: Clear dark green liquid, Petroleum  
distillate odor

PHYSICAL STATE: Liquid

BOILING POINT: >395 ºF

SPECIFIC GRAVITY/DENSITY: 0.835

SOLUBILITY: Not soluble in water

VAPOR DENSITY: >1

VAPOR PRESSURE: <1 mmHG 

DOT PROPER SHIPPING NAME: Not regulated

General Description
Premium synthetic power steering fluid specially formulated to meet 
the specifications of European OEM’s requiring high technology fluids 
that enable extended change intervals. Meets or exceeds performance 
standards and service requirements  of European OEM’s such as: Audi, 
Mercedes Benz and Volvo. Exceeds requirements and is suitable for use 
in all other vehicles. Honda fluid is recommended for Honda and Acura 
vehicles.

Product Benefits
• Premium synthetic fluid suitable for use in most vehicles
• Exceeds European OEM specs

• Exceptional viscosity stability with improved flow at low temperatures

• Can be used as a hydraulic fluid in suspension systems, traction 
control units and as a shock absorber fluid

• Prevents ice crystal formation

Directions
Penray does not recommend mixing synthetic and non-synthetic fluids. If you 
wish to realize the benefits of using this product, completely drain and replace 
your old fluid. USAGE: turn motor off, add to the power steering fluid reservoir. 
Fill to specified level, do not overfill. Check fluid level regularly and replenish as 
needed.

Handling
Wash thoroughly after handling. Do not get into eyes, on skin or on clothing. 
Do not smoke while using this product. Do not use near excessive heat, 
sparks, or open flame. Store in clean, dry locations away from excessive heat. 
 
Industry Specifications
Suitable for use where the following specifications are required:

• Audi P/N G002000
• Audi P/N G002012
• Chrysler MS-1872
• Chrysler MS-5931, P/N 04883077
• Chrysler MS-9602, ATF+4
• Chrylser MS-10838, P/N 05142893AA
• Chrysler MS-11655
• Ford M2C195-A
• Ford M2C204-A
• GM P/N 89021184
• GM 9985010, P/N 1052884
• GM 9985835, P/N 12345866
• Hyundai / Kia PSF-3
• Hyundai / Kia PSF-4
• Mercedes Benz 236.3, P/N 000 989 88 03

• Mercedes Benz 345.0, P/N 001 989 24 03
• Mitsubishi PS Fluid
• Mitsubishi Diamond SP III
• Nissan PSF II
• Pentosin CHF 7.1
• Pentosin CHF 11S
• Pentosin CHF 202
• Saab P/N (45) 30 09 800
• Saab P/N 30 32 380
• Subaru P/N K0209A0080
• Toyota PSF Type EH, P/N 008886-01
• VW P/N G00200
• VW P/N G002012
• Volvo P/N 1161529
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SHIPPING INFORMATION

Part # Net Wt Liquid or Aerosol Qty/Cs Lbs/Cs Cs/Pal Cs/ Layer
Layer/ 

Pal

3832 32 FL OZ LIQUID 6 11.85 126 18 7

SHIPPING INFORMATION

Case (Inches) Unit (Inches) UPC Codes

PART # Length Depth Height Length Depth Height Individual Case

3832 9.75 8.75 9.13 4.19 3.31 8.50 0-92443-38320-8 0-0092443-38322-2
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